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FOREWORD
These operating instructions have been prepared by FT Solutions bvba and are intended to help you to work
as safely and as effectively as possible with the roller conveyor. Before using the roller conveyor, we strongly
recommend that that you read this manual carefully. With these operating instructions, we hope to make the
use, maintenance and upkeep of the roller conveyor as easy as possible.

Latest revision: 01/2019
This is a translation of the original Dutch manual
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PRODUCT DESCRIPTION

Roller conveyors are used to transport light to heavy products with a flat and stable undersurface. Our roller
conveyors are available with various roller diameters and material types and can, if desired, be equipped with
a drive.
Product range:

•
•
•
•

Non-powered roller conveyors
Powered roller conveyors
Harmonica roller conveyors
Pallet roller conveyors

The dimensions (in width and length) and design depend strongly on:

•
•
•

The application
The product type
The client’s specification

INTENDED USE
The roller conveyor is intended solely for transporting goods. The roller conveyor is designed especially for
transporting products of specific dimensions and weight.
The roller conveyor can only be installed inside where it is protected against the elements. The intended use
also includes reading the operating instructions thoroughly, particularly the safety requirements.
If the roller conveyor is not used in the manner in which it is intended, safe and reliable use is not guaranteed.
The user and/or installer, not the manufacturer of the roller conveyor, is then responsible for any injury and
damages resulting from improper use..

4



2

SAFETY

2.1

INTRODUCTION

This chapter discusses various safety aspects of the roller conveyor. The main safety risks arising from the
risk assessment are summarised in section 2.2. Based on the risk assessment, the roller conveyor will be
equipped with a number of safety provisions, which will be discussed in section 2.3.

WARNING! Never work in a manner that threatens your safety or the safety of others!

2.2

THE MAIN SAFETY RISKS

The roller conveyor, made of various machine components, is a roller conveyor consisting of moving parts.
The main risks during the use of the turntable are the following:

•
•

Contusions due to collision with protruding parts;
Transitions of the roller conveyor (if applicable) can pose a hazard for fingers or hands.

2.3

PRECAUTIONARY MEASURES TO BE OBSERVED

The user/operator of the roller conveyor must observe the following safety precautions:

•

Read these operating instructions, particularly the safety instructions. Pay particular attention to the text
with the warning signs in this manual.

•
•
•

Only use the roller conveyor for the purpose for which it is intended.

•

Carry out all operations in a controlled, calm and well-thought-out manner.

These operating instructions are always available at the location where the roller conveyor will be used.
The operation, service and maintenance of the roller conveyor must only be carried out by qualified and
authorised personnel.
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TRANSPORT AND STORAGE

When lifting the roller conveyor, be sure to bear in mind the centre of gravity.
Careless transport can result in damages that can impede the functioning of the roller conveyor.
Be sure that the roller conveyor is installed in a clean, dry environment at approximately room temperature
(approx. 20°C).
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OPERATION

Not applicable.
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MAINTENANCE

The roller conveyor must be checked at regular intervals for proper functioning. Depending on the dimensions
and the design of the roller conveyor and the weight of the products, it is a good idea to carry out maintenance
every six months.
Maintenance on the roller conveyor is worthwhile, because it extends the service life of the roller conveyor
and significantly reduces the chance of malfunctions.

During maintenance, the following activities must be carried out:

•
•
•
•

The entire roller conveyor must be cleaned.
Use only detergents with a pH level between the 5.0 and 8.0.
Check the roller conveyor for damage (at the connection).
Check all of the moving parts for proper functioning.

Cleaning of the roller conveyor:

•
•
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Remove dust and other contaminants weekly.
Clean thoroughly twice a year.
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MALFUNCTIONS AND REPAIR

The roller conveyor is a user-friendly system that, in principle, has few malfunctions. If you nevertheless
experience a malfunction, first check the following table for common malfunctions that you can resolve
yourself. If you experience a malfunction that is not included in the table or that cannot be resolved using the
solutions in the table, please contact FT Solutions and explain the problem as clearly as possible.

WARNING!

Only inspect or resolve the malfunction on the roller conveyor after you
have read the safety instructions in chapter 2 of this manual.
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SPARE PARTS

Thanks to its sturdy construction and high quality, the roller conveyor offers high operational reliability. The
roller conveyor is constructed of parts made of 304 stainless steel. If required, parts for this system can be
ordered from FT Solutions.
All other parts are manufactured (or delivered) under the specifications of FT Solutions and are described in
detail in the Technical Construction File. These parts can also be ordered from FT Solutions.
If the spare parts are not in stock, we will produce the part as quickly as possible or search for an alternative
together with you.
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FT Solutions bvba pursues a policy of continuous innovation and, therefore, reserves the right at all times to make changes to technical
illustrations and data in this user manual for the purpose of improvement of our products.
Duplication of this user manual is only allowed for internal use. Distribution to third parties is not allowed. A digital version of this user
manual in also available.
© 2019 FT Solutions BVBA
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The solution for your internal transport needs

FT Solutions BVBA
Dynamicalaan 13
2610 Wilrijk
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